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county of santa clara. 


DEPARTMENT OF PUBLIC WORKS JAMES T. POTT. DIRECTOR 

SANTA CLARA COUNTY OFFICE BUILDING 20 WEST HEDDING STREET 
CIVIC CENTER SAN JOSE, CALIFORNIA 95110 

March 27, 1967 


Mr. Lc C 0 Fowler, District Engineer 
SoCoCo Flood. Control & Water District 
70 West Hedding Street 
San Jose, California 

Re: Golf Creek 

Dear Mr c Fowler: 




Enclosed please find copy of Final Report prepared by the 
Project Inspector on subject project. 

If you have any questions, please contact me at my office. 


Very truly yours, 



N. L. CIANCIARULO 
Manager of Construction 


NLC:mf 
Enclosure 

cc: Project Inspector 




March 21, 1967 


Mr. Charles Battersby 
Manager of Operations 
Department of Public Works 
County of Santa Clara 

Dear Sir: 

Submitted for consideration is a 
FINAL REPORT 


For the Improvement of Golf Creek between Dwyer Avenue 
and 1300 { South of Littman Drive 
County of Santa Clara 
Contract # 620 


CONTRACTOR INSPECTOR 

Chaides Construction Vince Gorman 




COUNTY OF SANTA CLARA 
DEPARTMENT OF PUBLIC WORKS 

FINAL REPORT 

FOR THE CONSTRUCTION OF 
GOLF CREEK 

Between Dwyer Avenue and 
1300' South of Littman Drive 




COUNTY OF SANTA CLARA 


DEPARTMENT OF PUBLIC WORKS 
FINAL REPORT 
FOR THE CONSTRUCTION 'OF 
IMPROVEMENT OF GOLF CREEK BETWEEN DWYER AVE. 
AND 1300J SOUTH OF LITTMAN DRIVE. 

JOB. # 31413 
A 


Construction of two Drop Structures," Installation of Fencing. 
Relocation of Stream Gaging Station an auxiliary facilities. 


Bids opened 
Notice to proceed 
Work started 
Work finished 
Allowed time-- 6 0 days.* Calender. 
Actual time — 76 calender days. 


B 

9/27/66 

10/28/66 

11/14/66 

2 / 10 / 6 ? 


c 


Vince Gorman Project Inspector.’ 

Donald Me Donald Laboratory Technician on Concrete. 

D 

Work was carried out as per plans and specs except that, due to 
unsuitable invert material at drop structures, it was necessary 
to undercut and fill with drain rock and install weep holes in 
invert. The Stream Gaging Station was remodeled to Water Conser 
vation District’s specifications, as per Jack Clark, with Flood 
Control permission. 
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Quantities used 


#1 

Clear and grub 

100$ 

#2 

Structural Concrete 

84.0 cy. 

#3 

Sacked Rip Rap 

4.5 cy• 

#4 

Stream Gaging Station 

- 100$ 

#5 

6.0 ft. Chain Link Fence 

860.0 1 ft. 

#6 

4.0 ft. do 

252.0 1 ft. 

#7 

Cleaningdup 

100$ 


E 


Construction Materials 

Concrete Central Concrete Co, 

Reinforcing San Jose Steel Co. 

Fencing Aetna Fence Co. 

!EFG 

Contractor was Chaides Const.' Co. 

680 Aldo Way 
Santa Clara, Calif. 

Contractor had adequate personell 7 and equipment on the job and 
performence was good. Overrun on time was due to rain and runoff 
in channel which hampered construction. 

EH 

The quality of xfork was satisfactory considering working conditions. 

I 

Additional items of work included EWO # 4586 which covered 
removing unsuitable base material from inverts and replacing with 
drain rock.' EWO # 4587 which coverdd remodeling of Gaging Station. 
DUE TO MALFUNCTION OF CAMERA, THERE ARE NO PHOTOS AVAILABLE. 



